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View Active Dot  Power

Inch  OQutline Module Afas A Pitch Suppiy_

WEHD00802A Character 120" | 58.00°32.00 | COB | 38.00°16.00 | 28.16"11.88 0.60°0.70 5V | default 6800, option 8080, SPI Ws0010
WEH001202A Character 160" | 55.70°32.00 | COE | 46.00°14.50 | 38.95"11.80 0.55°0.70 5V | default 6800, option 8080, SPI WS0010
WEH001601A Character 226" | 80.00*36.00 | COB | 66.00°16.00 | 56.95*6.35 0.60%0.80 5V | default 6800, option 8080, SPI WS0010
WEHDO01602A Character 229" | 80.00°36.00 | COB | 66.00"16.00 | 56.95*11.85 0.60*0.70 8V | default 6800, option 8080, SPI Ws0010
WEHDO016028 Character 367" | 12200400 | COB | 99.0024.00 | 91.14*18.98 0.96*1.12 5V | default 6800, option 8080, SPI WS0010
WEHD01602C Character 229" | 85.00°36.00 | COB | 66.00°16.00 | 56.95°11.85 0.60"0.70 5V | default 6800, option 8080, SPI | WS0010
WEH001602D Character 229" | 85.00%30.00 | COB | 66.00"6.00 | 56.95'11.85 0.60"0.70 5V | default 6800, option 8080 1 WS0010
WEH001602E Character 2297 | 84.00'44.00 | COB | 66.00"600 | 56.95°11.85 0.80*0.70 5V | default 6800, option 8080, SPI WS0010
WEH001602H Character 367" | 1220074400 | COB | 98.00721.00 | 91.14*18.98 0.96%1.12 5V | default 6800, option 8080, SPI WS0010
WEH002002A Character 3.08" | 116.00°37.00 | COB | 85.00*1860 | 77.30°11.85 0.65°0.70 8V | default 6800, option 8080, SPI WS0010
WEH0020028 Character 577" | 180.00°4000 | COB | 140.00°23.00 | 145.08*20.64 | 1.22*1.22 5V | default 6800, option 8080, SPI WS0010
WEHD02004A Character 288" | 98.00%60.00 | COB | 77.00"2520 | 70.16°20.95 0.59%0.60 5V | default 6800, option 8080, SPI WS0010
WEH0020048 Character 288" | 98.00760.00 | COB | 77.0072520 | 70.16°20.95 0.59°0.60 [ 5V | default 6800, option 8080, SPI WS0010
WEHD04002A Character 5.85" | 1820073850 | COB | 154.40°16.50 | 148.13*11.86 | 0.62°0.70 8V | default 6800, option 8080, SPI WS0010
WEGDO05016A Graphic 1.26" l 58.00*32.00 | COB | 38.00*6.00 | 29.96*11.16 0.60%0.70 | SV | default 6800, option 8080, SPI WS0010
WEGDO7616A Graphic 170" | 55703200 | COB | 46.00*1450 | 41.70*11.10 0.55%0.70 5V | default 8800, option 8080, SPI WS0010
WEGD10008A Graphic 231 l 80.00"36.00 | COB | 66.00"16.00 58,95 6.35 0.6070.80 5V | default 6800, option 8080, SPI Ws0010
WEGD10016A Graphic 240" | 80.00°36.00 | COB | 66.00*16.00 | 59.95°11.15 0.60°0.70 §V | default 6800, option 8080, SPI WS0010
WEG010016B Graphic 3.84" | 122.00%44.00 | COB | 99.00*24.00 | 95.94°17.86 1.12%0.96 SV | default 5800, option 8080, SPI WS0010
WEG010016C Graphic 240" | 85.00'36.00 | COB | 66.00*16.00 | 59.9511.15 0.60°0.70 5V | default 8800, option 8080, SPI WS0010
WEG010016D Graphic 240" | 85.00°30.00 | COB | 66.0016.00 | 959.85"11.15 | 060°0.70 SV | default 6800, option 8080 WS0010
WEG010016E Graphic 240" | 84.00°44.00 | COB | 66.00*16.00 | 59.8511.15 0.60°0.70 SV | default 6800, option 8080, SPI WS0010
WEGD10016F Graphic 259" | 116.00*37.00 | COB | 85.00*1860 | 64.95'11.15 0.65°0.70 5V | default 6800, option 8080, SPI WS0010
WEG010016H Graphic 4.86" | 180.00*40.00 | COB | 149.00'23.00 | 121.90*1942 | 122*1.22 5V | default 6800, option 8080, SPI WS0010
WEG010032A Graphic 244" | 98.00°80.00 | COB | 77.0072520 | 58.95%19.15 0.59*0.60 5V | default 6800, option 8080, SPI WS0010
WEG0100328 Graphic 244" | 96.00'60.00 | COB | 77.00°25.20 | §6.95"19.15 0.59°0.60 5V | default 6800, option 8080, SPI WS0010
WEG020016A Graphic 4.90" | 18200%38.50 | COB | 154.40"16.50 | 123.95*11.15 | 0.62*0.70 5V | default 6800, option 8080, SPI WS0010
WEOD602B Character (W PCB) | 1.23" [ 53.00'20.00 | COG | 36.00*10.00 30.69°5.94 0.34*0.36 5V | default 6800, option 8080, SPI WS0012
WEOD01602C Character (\W/O FR) | 2.26" | 68.50°17.50 | COG | 58.22°1352 | 56.22'11.52 0.60*0.70 3V | 6800, 8080, SPI, 12C SSD131IMIZ
WEOQ001602G Character (W PCB) | 226" | 84.0044.00 | COG | 382271352 | 56.22*11.52 0.6070.70 3V | default 6800, option 8080, SPII2C | SSD1311M1Z
WEO002002A Character (WO FR) | 293" | 8450'19.28 | COG | 75.52*1352 | 73.52*11.52 0.65*0.70 3v | 6800, 8080, SPI, 12C SSD1311M1Z
WEQ002004C Character \W/O FR) | 289" | 8450'27.50 | COG | 72.42°2282 | 70.42*20.82 0.60*0.60 3V | 6800, 8080, SPI, 12C SSD1311M12
WEQDD6448A Graphic (WO FR) 066" | 18.46'18.10 | COG | 1542°1206 | 13.42°10.06 0.2170.21 3V | 6800, 8080, SPI, 12C | SSD13068Z
WEOQD09616A Graphic (W/O FR) 0.84" | 20.10°9.20 COG | 23.10°5.50 21.10%3.50 0.22*0.22 3V | 12C 550130682
WEOQ0DI684A Graphic (WIO FR) 005" | 2490°2295 | COG | 21951542 | 19.95"13.42 0.21*0.21 3V | 6800, 8080, SPI, 12C $5D13052
WEO012832A Graphic (WO FR) 223" | 62.00°24.00 | COG | 57.02*15.10 | 55.02°13.10 0.43°0.41 3V | 6B0D, 8080, SPI, 12C 88013052
WEQ012832D Graphic (WIO FR) 091" | 3000°11.50 | COG | 24.38°7.58 22.38*5.58 0.18%0.18 v | SRl SSD1306BZ
WEO012832E Graphic (W/O FR) 104" | 334071450 | COG | 27.58°8.38 25.5876.38 0.200.20 3V | 6800, 8080, SPI, 12C S55D1306BZ
WEO012832F Graphic (W/O FR) 0.91" | 30.00*11.50 | COG | 24.38:7.58 22.38"5.58 0.18%0.18 v | 12C S5D1306B2
WEOD128648 Graphic (WO FR) 154" | 4524*20.14 | COG | 37.08*1952 | 35.06%17.52 02770.27 | 3V | 6800, 8080, SPI, [2C $5D1305Z
WEO012864C Graphic (W/O FR) 0.96" | 26.70"19.26 | COG | 2334*1146 | 21.74'10.86 0477017 3V | 6800, 8080, SPI, 12C SH1106G
WEQ0128640 Graphic (W/O FR) 096" | 26.70"19.26 | COG | 23.94"12.06 | 21.74*10.86 017017 3V | 6800, 8080, SPI, 12C 580130682
WEO012864F Graphic (WO FR) 160" | 41.80°27.90 | COG | 38452021 | 36.45%18.21 0.2970.29 3V | 6800, 8080, SPI 55D132522
WEQD12864G Graphic (MO FR) 242" | 80.50'37.00 | COG | 57.01*2891 | 55.01'27.49 0.4370.43 3V | 6800, 8080, SPI, 12C SSD13082C
WEQ012864H Graphic (WO FR) 242" | 60.50°37.00 | COG | 57.01"2891 | 55.01°27.49 | 0437043 3V | 6800, 8080, SPI, 12C S5D13092C
WEQ012864J Graphic (W PCB) 242" | 75.00°52.70 | COG | 57.01°2891 | 55.01°27.49 0431043 | 3V | default 3080,0ption 6800, SPI, I2G §5013082C
WEO012864K Graphic (WO FR) 270" | 73.00°41.86 | COG | 6341°3269 | ©1.41'30.68 048048 | 3V 6800, 8080, SPI, 12C §5D13092C
WEQ012864L Graphic (WO FR) 129" | 3450°23.00 @ COG | 31.42*1630 | 29.42*14.20 023°0.22 3V | 6800, BO8O, SPI, 12C SH1106G
WECD12864M(L_B) GraphiciW/O FR) 0.96" | 26.70°19.26 | COG | 23.94*1206 | 21.74x11.24 | 0A7T*0.147 3V | 6800, 8080, SPI, 12C SSD1306BZ
WEO128128A Graphic (W/Q FR) 150" | 33.80736.50 | COG | 28.86728.686 | 26.86'26.86 0.21"0.21 3v | 6800, 8080, SPI, 12C 550132728
WEO128128B Graphic (W/O FR) 118" | 36.98°41.23 | COG | 3200°3200 | 30.00*30.00 0.23*0.23 3V | 6800, BO8O, SPI, 12C 550132728
WEO128128C Graphic (W/O FR) 200" | 46.00743.00 | COG | 380073800 | 368.00'36.00 0.28*0.28 3V | 6800, 808D, SPI, 12C SH1107G
WEX003664A Graphic (W/O FR) 101" | 33.59°23.62 | TAB | 2549"1765 | 2349'15.65 0.25"0.25 v | 6800, 8080, SPI, 12C S8D1305T7R1
WEX0096648 Graphic (W/O FR) 111" | 33.59'23.62 | TAB | 25491765 | 23.49'15.65 0.25°0.25 3V | 6800, B8O, SPI, 12C SSD1305T7R1
WEX012832A Graphic {W/O FR) 203" | 58.00"8.86 | TAB | 5253"1269 | 50.54*10.70 040034 3V | 6800, 8080, SPI, 12C | sSD1305T7R
WEX012864C Graphic (W FR) 270" | 89.70°47.20 | TAB | 63.41°3289 | 61.41"30.69 0.48°0.48 3v | 6800, 8080, SPI, 12C SSD1305T7R1
WEX012864D Graphic (W/O FR) 270" | 73.0041.86 | TAB | 6341'3269 | 61.41"30.69 0.48%0.48 3V | 6800, 808D, SPI, 12C | SSD1305T7R1
WEX012864E Graphic (WPCB) | 236" | 75.00'52.70 | TAB | 57.01"2949 | 53.73'26.85 042°042 | 3V | default 8080, option 6800, SPI SSD1305TTR1
WEX012864F Graphic (W/O FR) l 236" | 60.50'37.00 | TAB | 56.35*28.05 | 53.73'26.85 0.42°0.42 | 3V | 6800, 8080, SPI, 12C SSD1305T7R1
WEX012854L Graphic (W FR) 270" | 80.70'47.20 | TAB | 63.41*3289 | 61.41°30.69 0.48"0.48 3V | 6800, 8080, SPI $SD1325T6R1
WEX0128640 Graphic (WOFR) | 270" | 73.00'41.86 | TAB | 63.41*3269 | 61.4130.69 0.48°0.48 3V | 6800, 8080, SPI S8D1325T6R1
WEX013232A Graphic (W PGB} 226" | 84.00'44.00 | TAB | 60.00"18.00 | 55.41°15.33 0.42°0.48 3V | default 6800, option 8080, SP! SSD1305T7R1
WEX0132328 Graphic{W/O FR) 226" | 62.64°2544 | TAB | 5821*17.13 | 55.41*15.33 0.42°0.48 3V | 6800, 8080, SPI, 12C SSD1305TTR1
WEX025864A Graphic (W/O FR) 280" | 84.00°25.80 | TAB | 71.10*9.26 | 69.10°17.26 0.27*0.27 3V | 6800, 8080, SPI SSD1322UR1
WEX0256648 Graphic (W/IO FR) 312" | BB.O0'2780 | TAB | 78782118 | 78.78°19.18 0.30"0.30 3v | 6800, 8080, SPI SSD1322UR1
WEX025664D Graphic WIOFR) | 550" | 146.00'45.00 | TAB | 137.65735.89 | 13565°33.89 | 053°0.53 3V | 6800, 8080, SPI §8D1322UR1

The OLED specifications may change according to current condition. Seme colors require MOQ, Please ask our sales rep. for more detail 201609



